
Superior Performance • Outstanding Reliability

Lagoon Manure Pumps
High Volume Liquid Manure Handling Equipment



Liquid Manure Lagoon Pumps

DH481 Lagoon Pump

Key features on the nozzle

Key features of lagoon pumps

•	 Wide range agitation nozzle with 350° horizontal rotation and 130° 
vertical articulation

•	 Knife valves can be operated at full speed

•	 Optional 8 inch agitation assembly for stronger agitation - PODION8

•	 Impellor housing available in 20 or 28 inch. Mighty Max has standard 
26 inch.

•	 Standard guard on impellor

•	 Standard on all lagoon pumps is a cast ball bearing swivel for 
agitation elbow

•	 Hydraulic control unit operated from 
tractor seat

•	 Heavy duty hitch

•	 8” Main beam tubing

•	 Standard heavy duty drive line #55

•	 6, 8, or 10 inch discharge pipe

•	 Flexible discharge joint

•	 1/4” Wall pipe weld

•	 Pump reinforcement truss

•	 A better designed axle with even 
greater width for increased stability 
when extended without changing 
retracted width

•	 20 and 24 inch propellors available

•	 Includes knife kit to cut bedding

•	 Draw bar length and height 
eliminate PTO vibration

Multi-purpose, telescoping wheel arms for easy in/out of concrete pits even 
when filled with dairy manure. When used in a lagoon, the telescoping wheel 
arms easily adjust to uneven bottoms and will reach depths up to 17’ and 
spreads to 151” when fully extended. 6,000 GPM capacity. 



Lagoon Pump Models 
DH400 - 20” impeller with 6” discharge
DH410 - Multi-purpose 20” impeller with 6” discharge
DH413 - 18” or 28” direct drive no gearbox, 6”, 8”, or 10” discharge
DH480 - Might Max 28” impeller, 8” or 10” discharge
DH481 - Mighty Max Multi-purpose 28” impeller 8” or 10” discharge

Choose your length of pump.
Pump length - depth of lagoon

	 32 foot - 14 foot pit depth
	 42 foot - 18 foot pit depth
	 52 foot - 22 foot pit depth
	 62 foot - 26 foot pit depth

Shown with optional duall wheels and 
outriggers - PO3454

Shown with 
PORACO 
remote control

DH413 Lagoon Pump

DH480 Lagoon Pump

Available as direct drive with bearing housing unit
Available in 540 or 1000 RPM PTO options

Visit our website for more information: 
www.dryhillmfg.com



Discharge Pipes

DH150-A
Available in 25’ or 30’ pipe length
Available in 6”, 8”, 10”, or 12” pipe diameter

Fill Pipe Only
The aluminum or galvanized pipe is 
supported on adjustable legs. Avail-
able in 6” or 8” diameter.

PO3717 Power Boom
Permanently mounted on the pump, the 8” x 30’ long 
aluminum pipe is controlled hydraulically, for fast 
one-man setup and zero spill take down.

Dryhill Fill Pipes
A trailer mounted fill pipe loads slurry faster and with less mess. 
Fill a 6600 gallon tank in less than 1 minute. The fill pipe is tall 
enough to fill a 9’ tall spreader and it folds down for transport. 
Features a 10” elbow with air vent to reduce foaming. 



Agitators DH310 Propeller
3-point propeller agitator

24’ Length

DH300 Propeller Trailer
Available in 42, 52, 62 and 72 foot lengths

•	 3-Point Hitch Articulated

•	 Heavy duty propeller with bearings in oil bath protected by a 3-seal mechanism.

•	 Portable fingertip hydraulic controls. Solenoid valves available to operate two 
pump functions per each tractor hydraulic port.

•	 540RPM - 24OD - 21 long

•	 1000RPM - 23OD - 15 long

•	 Heavy Duty driveline with #55 PTO

•	 Standard on 3-point hitch to break crust from underneath. When directed 
downwards, the propeller strongly pulls chunks to accelerate agitation.

•	 Crust Breaking Postions from underneath, used at the beginning of the agitation. 

•	 Agitating Position, used to create a swirl in the reservoir and to clear the 
immediate surrounding of the propeller. 

•	 Mixing Postion, used to draw the solids into the propeller.

Length of 
Agitator

Length of 
Agitator

Depth of
Pit

Depth of
Lagoon

42 feet		 18 feet
52 feet		 22 feet
62 feet		 26 feet
72 feet		  30 feet

24 feet		 12 feet



Technical Information

Drive Line
•	 1 3/4” shaft with 4” OD hardened steel shaft sections

•	 10 foot sections connected with heavy duty 55 series 
universal joint

•	 Completely enclosed drive assembly with an oil bath 
mechanical seal protecting bearing assembly

•	 Large clean-out doors for easy access to bearings

Agitator
•	 8” Agitator with 8” to 5” nozzles create perfect combinations 

of volume and pressure to mix a pit

•	 End nozzle rotates 350°

•	 Nozzle vertical rotation of 170°

•	 Available in 6” or 8” elbow assembly for agitator

Additional Standard Features
•	 Strong truss brace frame design

•	 Heavy commercial outrigger legs extend to 16’6” wide for 
2-wheel models

•	 Also available with 12 foot wide axle

Gearbox Impeller Models
•	 Impellers include a 90˚ gearbox for horizontal mounting

•	 Gearbox – Impellers are equipped with a propeller (540) rpm) or 
(1000 rpm) agitator and an adjustable hardened cutter knife to 
reduce long bedding.

•	 Lower oil bath bearing housings protected by three seals and 
Tinken Roller Bearing assembly.

•	 PTO Bondioli SH 55 

•	 PTO safety shear bolt or optional slip clutch

•	 Fill Pipe – low pressure 6”, 8” or 10” aluminum in 25’ or 30’ 
length

•	 Driveline tubing – 4” outside diameter W-55# Yokes

•	 All models available in 6” (up to 3000 gpm) 8” (up to 6500 gpm) 
or 10” (8500 gpm or more)

•	 High pressure pump package available

•	 Optional bearing housing instead of gearbox with no prop

For Gearbox Models Only
(For DH413 Bearing Housing Model less propeller, minus 20 HP)

Minimum
HP		  Impeller	 Discharge
200		  28”		  8”
190		  27”		  8”
150		  26”		  8” 
 
The impeller blade, impeller housing and inlet plate of all impeller 
kits can be upgraded to AR500 (abrasive resistant steel) for use in 
highly abrasive materials such as sand.

Curved impellers available upon request for water based waste only, 
using 25% less power without losing performance.

Visit our website for more information: 
www.dryhillmfg.com



Pump Accessories and Options
Ball Valve Management

Remote Radio Control - PORACO

Dump Valve - PODUVA

Dual Load Out Pipe 4 Flange Bearing with Seal

Y-Valve TrailerNozzle Tip



Reliable Agriculture Equipment
Vertical Manure Pumps		  Lagoon Pumps		  Bale Grabbers			   Custom Products

Adjustable Pit Pumps		  Suction Pumps		  Bale Wagons				   Boom Kits

Slurry Store Systems		  Propeller Agitation		  Hose Reels				    Electric Transfer Pumps

Fill Pipe on Wheels			   Truck Mount Pumps		 Stationary PTO Pumps

554 N Crossroads Rd Lykens PA 17048
www.dryhillmfg.com

Authorized DealerUnits in stock and ready to go


