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BBI Cricket Vineyard Specifications

Fertilizer / Lime / Compost

Fertilizer 80 feet +

Working Width .
Lime 60 feet
Size 8 feet
. Standard: 64 cubic feet, struck
Capacity (struck)

15 inch ground clearance
Optional: 304 Stainless Steel
Optional: Painted 409 Stainless Steel
Optional: Plug to Tractor Hydraulic Manual Controls
Optional: Plug to Tractor Hydraulic CL 250 Electronic Controls

Hopper Material

Controls ) ) )
Optional: Self Contained Hydraulic Manual Controls
Optional: Self Contained Hydraulic CL 250 Electronic Controls
Ideal for: Fertilizer, Lime, Compost / Vineyards and orchards / Can Conveyor Chain Standard: 16 inch M'esh Chain an.d HeatShn.nk Fittings
be pulled with low HP tractor / Reversible wheels allow a 50 or 60 SpineranFins Standard: Stainless Steel Spinners and Fins
inch track Optional: Carbon Steel Spinners and Fins
Complete Spinner Shield Standard: ONE Complete Spinner Shield Assembly
Assembly Optional: Second Complete Spinner Shield Assembly (if sold separately) NET
BBI Cricket Vlneyard Spinner Diive Standard: Twin 24 inch Diameter Spinners that are
P Driven by Tractor Supplied Hydraulic
The BBI designed Cricket Vi neya rd spreader provides an affordable Standard: 7000 Ib Rigid Single-Axle with 6 inch on 6 inch AG type Hubs and Spindles
f ing fertili . . Tires & Suspension available in 50 inch to 60 inch Overall Width.
and dgpendable tool for spr-eadllng ertilizer, lime and compost in 14L Flotation tires on W11C x 16.1 Reversible Wheels.
your vineyard or or_charq.Thls Vineyard or Orchard spreader can _ ST S S
clear low overhanging limbs, and the reversible wheels allow a 50 Banding Conveyor

Optional: 4 foot Banding Conveyor with Belt
Standard: Heavy Duty Clevis Hitch

Uﬂiqlle Features Hitch Standard: Cast Hitch Option for Pull Type Spreaders -

includes Pintle and Clevis Hitch

or 60 inch track to accommodate most vineyards.

« Can be pulled with a low horsepower tractor (30 - 40 horsepower) Wheels Standard: Reversible 14L Wheels for 50 inch or 60 inch Overall Width

« Available in 50 inch and 60 inch outside widths by reversing the
wheels Tarp

+ 2 speed hydraulic conveyor drive

«  24inch dished spinner design for precision coverage

«  Plug to tractor hydraulic driven spinners

+ 15inch ground clearance

+  Flotation tires minimize compaction

Standard: None

Optional: 8 foot Box Type Tarp w Bow (Vinyl)
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